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LED NEON STRIP D18mm 360° IP67

Ø18mm 6.8mm

35.71mm

Κάμψη 360°
360° bend

Μήκος κοπής
Cutting length 

4000K
3000K
2700K

6000K RGB

24V

Total Length 
Συνολικό μήκος 

5m

VoLTage

working enViromenT TemperaTure

ouTpuT

Beam angLe

DimmaBLe

uV-proTecTion

warranTy

eLecTric gear

waTTage

LifeTime

origin

incL. caBLe

24Vac

-40°c – +60°c

1000Lm/m

360D

pwm

anti-uV

3 years

not included

14.4w/m

50000 hours

prc

yes

appLicaTion

maximum LengTh

Dimensions (Ø)

coLor

cuTTing LengTh

LeD qTy

ip proTecTion

LampType

indoor / outdoor

5m

Ø18mm

white

35.71mm

168 LeDs/m

ip67

smD2835 LeD

maTeriaL silicone

General information

illuminant

50000hr
3
years 6724

VDcbend radius
120mm 360°RoHS

COMPLIANT dimmable
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LED NEON STRIP D18mm 360° IP67

cLip for neon sTrip D18 360°

sku: e9010803-029

meTaL enD cap for neon sTrip D18 360°

sku: whiTe    e9010803-040, BLack    e9010803-041

neon D18-22 r24×30×L45mm sunspension 1m kiT 1pc

sku:  00010803-050

enD cap for neon sTrip D18 360°

sku: e9010803-024

tο be used with

available colors sKu

6000K e9010805-044

RGb e9010805-045

available colors sKu

2700K e9010805-046

3000K e9010805-042

4000K e9010805-043

No stretching No pressing 
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ConneCtion diaGRam

L N

POWER SUPPLY
230V

Προφυλάξεις:

1. Διαβάστε προσεκτικά τις προδιαγραφές πριν χρησιμοποιήσετε 
το προϊόν.

2. Βεβαιωθείτε ότι το τροφοδοτικό είναι DC 24V.

3. Απαγορεύεται αυστηρά η εργασία σε γραμμές υπό τάση.

4. Μην χρησιμοποιείτε όξιμες ή αλκαλικές κόλλες σε επαφή με το 
προϊόν.

5. Αποφύγετε να ασκείτε πίεση ή δύναμη στην επιφάνεια των 
LeD.

6. Η εγκατάσταση, επισκευή και συντήρηση πρέπει να γίνεται 
μόνο από επαγγελματίες.

7. Ελέγξτε όλες τις συνδέσεις πριν την ενεργοποίηση για αποφυ-
γή σφαλμάτων.

Επιλέξτε τον κατάλληλο τροφοδοτικό ανάλογα 
με τον αριθμό των LED.

according to the actual number of LeD lights, 
select an appropriate power supply.

PReCautions:

1. Carefully read the specifications before using the product.

2. ensure the power supply is 24V Dc.

3. avoid working on live wires under any circumstances.

4. Do not use acidic or alkaline adhesive glues in contact with 
this product.

5. avoid pressing or applying excessive force to the LeD sur-
face.

6. installation, repair, and maintenance must be performed by 
professionals only.

7. Double-check all connections before powering on to prevent 
errors.

ςημάντικο:  
άυτό το εξάρτημα πρέπει να εγκατασταθεί από εξειδικευμέ-
νο ηλεκτρολόγο.

Η BarisLight δεν φέρει ευθύνη για τυχόν ζητήματα που προκύ-
πτουν από ακατάλληλη εγκατάσταση που δεν συμμορφώνεται 
με τα τοπικά πρότυπα ασφαλείας.

imPoRtant:  
this luminaire must be installed by a qualified electrician.

disclaimer:  
BarisLight is not liable for any issues arising from improper 
installation that does not comply with local safety standards.

LED NEON STRIP D18mm 360° IP67


