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LED LIGHT STRIP COB 286L 230V 12W IP65 

ApplicAtion

Visible dimensions (W×H)

led Qty

WArrAnty

cutting lengtH

WAttAge

cri

dimmAble

origin

indoor/outdoor

10 × 4.5mm

286 leds/m

2 years

45mm

12W/m

ra80

yes

china

ip rAting

totAl lengtH

VoltAge

led type

cct

output

pcb type/color

sdcm

ip65

5m

230VAc

2025

3000K / 4000K / 6500K

1000lm/m

2 oz , White pcb

<5 step

General information

Dimensions

illuminant

SKU:       3000Κ: AC010808-001,       4000Κ: AC010808-002,       6500Κ: AC010808-003

10mm

45mm

4.5mm

Μήκος κοπής
Cutting length 

4000K
3000K

6500K

2
years 65230

VAc dimmable

4000Κ 6500Κ3000Κ
Συνολικό μήκος  

total length

5m
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LED LIGHT STRIP COB 286L 230V 12W IP65

cAble  
For led ligHt strip cob 230V

AC010803-001

soldering Free HeAd plug  
For led ligHt strip cob 230V

AC010803-002

end cAp
For led ligHt strip cob 230V

AC010803-003

χρήσή / tο be used with

• do not bend the strip into an arc with a diameter less than 
60mm.

• Avoid folding the strip to prevent damage to the led beads.

• risk of electric shock: installation must be performed by a 
qualified electrician. 

• if the led strip is damaged, replace the entire product.

• ensure the supply voltage meets requirements and the circuit 
is correctly installed before connecting to the power supply.

• Verify that the electrical connections are reliable and well-pro-
tected.

• Always cut off power before installing the product.

• do not use the led strips in water.

• Μην λυγίζετε την ταινία σε καμπύλη μικρότερη από 60 mm.

• Αποφύγετε να διπλώσετε τη ταινία.

• Κίνδυνος ηλεκτροπληξίας: Η εγκατάσταση ΠΡΕΠΕΙ να γίνεται 
από εξειδικευμένο ηλεκτρολόγο. 

• Εάν η ταινία LED είναι κατεστραμμένη, αντικαταστήστε ολό-
κληρο το προϊόν.

• Βεβαιωθείτε ότι η τάση τροφοδοσίας πληροί τις απαιτήσεις 
και ότι το κύκλωμα έχει εγκατασταθεί σωστά πριν συνδέσετ 
την ταινία στο τροφοδοτικό.

• Βεβαιωθείτε ότι οι ηλεκτρικές συνδέσεις είναι αξιόπιστες και 
καλά προστατευμένες.

• Πάντα να διακόπτετε την τροφοδοσία πριν την εγκατάσταση.

• Μη χρησιμοποιείτε την ταινία LED στο νερό.

προφυλάξεισ 
Precautions


